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 Site Equipment 
 Professional Tools 
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  Top: PB-I, bottom left: PB-15/24, bottom right: 
PB-15/24-L 

 PAVERBOY PB 
 For the efficient laying of paving blocks directly from the stack.
Particularly suitable for large blocks. 

 ■  Durable surface protection by galvanizing. 

 Type  Dead Weight kg (lbs)  Gripping Range mm (in)  Working Load Limit/WLL kg (lbs)  Order- Number   

 PB- I  1.22 (2.69)  100  –  170 (3.94  –  6.69)  10 (22)  51800001   
 PB- 15/ 24  1.42 (3.13)  150  –  240 (5.91  –  9.45)  10 (22)  51800004   
 PB- 15/ 24- L  2.3 (5.07)  150  –  240 (5.91  –  9.45)  10 (22)  51800115   

  RVH 

 Turf Stone Handles RVH 
 Used in pairs and designed specially for laying turf stones. 
 Installs 1 to 5 units at once. 

 ■  Durable surface protection by galvanizing. 

 Type  Description  Dead Weight kg (lbs)  Order- Number   

 RVH  1 pair  5.32 (12)  51800021   

PB- I: Two double-T-stones can be picked up and then layed at the same time.
PB- 15/24: Hexagonal slabs and  similar blocks which cannot be lifted with one hand, can be laid.
PB- 15/24- L: With long handles for effortless installation of various types of stones, such as 
double-T-bricks or large-size paving stones. 
Core benefit: At mechanical installation often times single paving stones have to be laid into the gaps 
to complete the stone bonds. This succeeds easily with the PB-15/24-L in upright body position without 
bending down.


